










FULL LINEUP 2015 SPECIFICATIONS

MODEL

ENGINE
DISPLACEMENT
BORE x STROKE
COMPRESSION RATIO
MAX POWER
MAX TORQUE
FUEL SYSTEM
LUBRICATION
CLUTCH
GEAR

BRAKE

SUSPENSION

TYRE
OVERALL LxHxW
WHEEL BASE
GROUND CLEARANCE
SEAT HEIGHT
FINAL DRIVE
MASS(RUNNING ORDER)

GV250/125C [CRUISER]

Air / Oil cooled DOHC 8-valve 75° V-twin 
249cc [GV125C : 124cc]
57 x 48.8 [GV125C : 44 x 41]
10.3 : 1 [GV125C : 11.3 : 1]
18.28kW / @9,000RPM [GV125C : 9.88W /@9,750RPM]
20.00Nm / @7,000RPM [GV125C : 9.72Nm / @9,500RPM]
Fuel injection [GV125C : Carburetor]
Wet sump
Wet, Multiplate
Constant mesh 5-speed(1down 4up)
F) 275Ø Single disc, 2 pistons caliper,
R) Drum
F) Conventional Telescopic, 
R) Swing arm with Hyeraulic Double shock absorber 
     (Preload adjustable)
F) 110/90 -16 59S, R) 150/80 -15 70S[GV125C : F) 110/90 -16 59P, 
R) 130/90 -15 66P] 2282x1096x875mm

1,515mm
150mm
710mm
Chain
176kg [GV125C :172kg]

GV650P [CRUISER]

Liquid cooled DOHC 8-valve 90° V-twin
647cc
81.5 x 62
11.5 : 1
53.6kW / @9,000RPM
61.4Nm / @7,250RPM
Fuel injection
Wet sump
Wet, Multiplate
Constant mesh 5-speed(1down 4up)

R) 270Ø Single disc, 2 pistons caliper
F) 300Ø Semi floating double discs, 2 pistons calipers,

F) 41Ø Upside down Telescopic
    (Compression, Rebound damping adjustable), 
R) Swing arm with Hydraulic Double shock absorber(Preload adjustable)

F) 120/70 ZR-18 59W, R) 180/55 ZR-17 73W
2430x1150x840mm
1700mm
140mm
690mm
Belt
232kg

ST7 / ST7 Deluxe [CRUISER]

Liquid cooled DOHC 8-valve 90° V-twin
678.2cc
81.5 x 65
11.5 : 1
46.0kW / @8,000RPM
57.3Nm / @7,000RPM
Fuel injection
Wet sump
Wet, Multiplate
Constant mesh 5-speed(1down 4up)

R) 270Ø Single disc, 2 pistons caliper
F) 300Ø Semi floating single disc, 4 pistons caliper,

F) 41Ø Conventional Telescopic, 
R) Swing arm with Hydraulic Double shock absorber
    (Preload adjustable)
F) 120/80-16 60H, R) 170/80-15 77H
2470 x 1290 x 960mm
1690mm
155mm
675mm
Belt
265kg
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ENGINE
DISPLACEMENT
BORE x STROKE
COMPRESSION RATIO
MAX POWER
MAX TORQUE
FUEL SYSTEM
LUBRICATION
CLUTCH
GEAR

BRAKE

SUSPENSION

TYRE
OVERALL LxHxW
WHEEL BASE
GROUND CLEARANCE
SEAT HEIGHT
FINAL DRIVE
MASS(RUNNING ORDER)

GT650R [SPORTS]

Liquid cooled DOHC 8-valve 90° V-twin
647cc
81.5 x 62
11.5 : 1
54.2kW / @9,000RPM
60.9Nm / @7,250RPM
Fuel injection
Wet sump
Wet, Multiplate
Constant mesh 6-speed(1down 5up)

R) 230Ø Single disc, 2 piston caliper
F) 300Ø Semi floating double discs, 4 pistons calipers, 

F) 41Ø Upside down Telescopic (Compression, Rebound damping adjustable), 
R) Swing arm with Progressive linkage Hydraulic Mono shock absorber 
     (Preload adjustable)
F) 120/60 ZR-17 55W, R) 160/60 ZR-17 69W
2090x1135x700mm
1435mm
165mm
830mm
Chain
215kg

GT125R [SPORTS]

Air / Oil cooled DOHC 8-valve 75° V-twin
124cc
44 x 41
11.3 : 1
10.92kW / @10,500RPM
10.20Nm / @9,750RPM
Carburetor
Wet sump
Wet, Multiplate
Constant mesh 5-speed(1down 4up)

R) 230Ø Single disc, 2 pistons caliper
F) 300Ø Semi floating single disc, 2 pistons calipers, 

F) 41Ø Upside down Telescopic
R) Swing arm with Progressive linkage Hydraulic Mono shock absorber 
     (Preload adjustable)
F) 110/70 -17 54H, R) 150/70 -17 69H
2090x1130x700mm
1435mm
155mm
830mm
Chain
182kg

GT250R [SPORTS]

Air / Oil cooled DOHC 8-valve 75° V-twin
249cc
57 x 48.8
10.2 : 1
19.6kW / @10,000RPM
21.04Nm / @6,750RPM
Fuel injection
Wet sump
Wet, Multiplate
Constant mesh 5-speed(1down 4up)

R) 230Ø Single disc, 2 pistons caliper
F) 300Ø Semi floating double discs, 2 pistons calipers, 

F) 41Ø Upside down Telescopic
R) Swing arm with Progressive linkage Hydraulic Mono shock absorber  
    (Preload adjustable)
F) 110/70 -17 54H, R) 150/70 -17 69H
2090x1130x700mm
1435mm
155mm
830mm
Chain
188kg

GT650P [STREET]

Liquid cooled DOHC 8-valve 90° V-twin
647cc
81.5 x 62
11.5 : 1
54.2kW / @9,000RPM
60.9Nm / @7,250RPM
Fuel injection
Wet sump
Wet, Multiplate
Constant mesh 6-speed(1down 5up)

R) 230Ø Single disc, 2 piston caliper

F) 300Ø Semi floating double discs, 4 pistons calipers, 

F) 41Ø Upside down Telescopic (Compression, Rebound damping adjustable), 
R) Swing arm with Progressive linkage Hydraulic Mono shock absorber 

    (Preload adjustable)
F) 120/60 ZR-17 55W, R) 160/60 ZR-17 69W
2090x1115x785mm
1435mm
185mm
830mm
Chain
208kg

GT250P/ GT125 [STREET]

Air / Oil cooled DOHC 8-valve 75° V-twin
249cc
57 x 48.8
10.2 : 1
19.6kW / @10,000RPM
21.04Nm / @6,750RPM
Fuel injection
Wet sump
Wet, Multiplate
Constant mesh 5-speed(1down 4up)

R) 230Ø Single disc, 2 pistons caliper

F) 300Ø Semi floating single disc, 2 pistons caliper, 

F) 41Ø Upside down Telescopic
R) Swing arm with Progressive linkage Hydraulic Mono shock absorber 

     (Preload adjustable)
F) 110/70 -17 54H, R) 150/70 -17 69H
2090x1120x780mm
1435mm
175mm
830mm
Chain
170kg

GD250N [STREET]

Liquid cooled DOHC 4-valve Single cylinder
249cc
73 x 59.6
12 : 1
21.2kW / @8,500RPM
26.1Nm / @7,000RPM
Fuel injection
Wet sump
Wet, Multiplate
Constant mesh, Close ratio 6-speed (1down 5up)

R) 230Ø Petal shaped single disc, 2 opposed pistons caliper, 
     Stainless mesh hose

F) 300Ø Petal shaped spoke mounted single disc, 
     4 opposed pistons caliper, Stainless mesh hose

F) 37Ø Upside down Telescopic
R) Dual side Aluminum Swing arm with Gas charged Hydraulic 

shock absorber (Nonstep Preload adjustable)

 

F) 110/70 R17 54S , R) 150/60 R17 66S
1937x1055x800mm
1346mm
135mm
790mm
Chain
150kg

MODEL GD250R [SPORTS]

ENGINE Liquid cooled DOHC 4-valve Single cylinder
DISPLACEMENT 249cc
BORE x STROKE 73 x 59.6
COMPRESSION RATIO 12 : 1
MAX POWER 21.2 kW / @ 8,500 RPM
MAX TORQUE 26.1 Nm / @ 7,000 RPM
FUEL SYSTEM Fuel injection
LUBRICATION Wet sump
CLUTCH Wet, Multiplate
GEAR Constant mesh, Close ratio 6-speed (1down 5up)
BRAKE F) 300Ø Petal shaped spoke mounted single disc,

    4 opposed pistons caliper, Stainless mesh hose
R) 230Ø Petal shaped single disc, 2 opposed pistons caliper, 
    Stainless mesh hose

R) 
SUSPENSION F) 37Ø Upside down Telescopic 

Dual side Aluminum Swing arm with Gas charged Hydraulic shock absorber
 (Nonstep Preload adjustable)

TYRE F) 110/70 R17 54S ,  R) 150/60 R17 66S 
OVERALL LxHxW 1937x1100x700mm
WHEEL BASE 1346mm
GROUND CLEARANCE 135mm
SEAT HEIGHT 810mm
FINAL DRIVE Chain
MASS(RUNNING ORDER)
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ENGINE
DISPLACEMENT
BORE x STROKE
COMPRESSION RATIO
MAX POWER
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LUBRICATION
CLUTCH
GEAR
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155kg

RT125D [OFF ROAD]

Air / Oil cooled DOHC 4-valve Single cylinder
124.5cc
57 x 48.8
11.3 : 1
10.06kW / @10,000RPM
10.89Nm / @8,000RPM
Carburetor
Wet sump
Wet, Multiplate
Constant mesh 5-speed(1down 4up)
F) 275Ø Single disc, 2 pistons caliper, 

R) Drum

F) Conventional Telescopic, 
R) Swing arm with Progressive linkage Hydraulic Mono shock absorber
     (Preload adjustable)
F) 130/80 - 18 66P, R) 180/80 - 14 78P 
2085x1125x850mm
1350mm
230mm
790mm
Chain
135kg

50 / 51
SPEC



2015 Li
neu

p28, Wanam-ro, Seongsan-gu, Changwon-si, 
Gyeongsangnam-do, Korea

Address

+82 - 55 - 274 - 0585+82 - 55 - 269 - 7385Tel Fax
www.kolaogroup.com , www.krmotors.com    Website


